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August 28, 2003

Applicable Specification:
Conductor (15 kV):
Conductor (25 kV):

U hv - Cable, Underground
15 kV and 25 kV Cable

RUS Specification U-1
Copper or Aluminum - #2 AWG through 1000 kcmil
Copper or Aluminum - #1 AWG through 1000 kcmil

Insulation: Crosslinked Polyethylene (XLP)
(a) indicates Union Carbide 4201 XLP
(b) indicates BP 521 XLP
Tree-retardant Crosslinked Polyethylene (XLP-TR)
(1) indicates Union Carbide 4202 XLP-TR
(2) indicates BP H119Y XLP-TR
(3) indicates BP H118Y XLP-TR
Ethylene Propylene Rubber (EPR)
Neutral: Copper Concentric Neutral
Jacket: High Molecular Weight Polyethylene
Flat Strap
Neutral
Manufacturer Insulation(s) Available
Conductores Monterrey, S.A. de C.V. XLP (a), XLP-TR (1), EPR No
Condumex XLP (a), XLP-TR (1), EPR No
General Cable XLP (a,b), XLP-TR (1,3), EPR Yes
Hendrix XLP (a), XLP-TR (1, 2, 3), EPR No
Hubbell (Kerite) EPR Yes
Nexans Canada XLP (a), XLP-TR (1), EPR No
Nexans Italia EPR No
Okonite XLP (a), XLP-TR (1), EPR Yes
Pirelli XLP (a), XLP-TR (1), EPR Yes
Rome XLP (a), XLP-TR (1), EPR Yes
Southwire XLP (a), XLP-TR (1), EPR No





